Argox AS8080     

Мистрал Софт и Инфо+ настройки на STX

 >> Please scan the following barcodes in sequence<<

Function Description
“STX” as data preamble

Step
Option Description
Option Barcode

1
Program
[image: image1.emf]*$%+PRO*



2

[image: image2.wmf]

3

[image: image3.emf]*/0*



4

[image: image4.emf]*/0*



5

[image: image5.emf]*%%*



6

[image: image6.wmf]

7

[image: image7.emf]*/0*



8

[image: image16.png]




9

[image: image8.emf]*%%*



2
Preamble characters setting
[image: image9.wmf]

3
Parameter “ 0 “
[image: image10.emf]*/0*



4
Parameter “2 “
[image: image17.png]



[image: image11]

5
Finish
[image: image12.emf]*%%*



6
Exit
[image: image13.emf]*%$$*



Scanner Setting Barcodes

>> Please scan the following barcodes in sequence<<

[image: image18.wmf]*$%-7AA04%%*

[image: image19.wmf]*$%-7AL01%%*


Function Description
Auto Sensing Mode (Sleep Mode/ Stand Mode)

[Compatible Models: AS-8000, AS-8310/ 8312]

Step
Option Description
Option Barcode

1
Set scan mode as “Continuous”


2
Select stand mode to be “LED off” 


※ The two barcodes above are combined as simplified setups to program scanners for auto-sensing mode. 

An alternative is also feasible, by following the standard setup procedures: 

Program → Option Barcode → Option (scan the parameter page ) → Finish (scan the parameter page) → Exit

FACTORY DEFAULT SETTINGS

>> Please scan the following barcodes in sequence<<

Function Description
FACTORY DEFAULT SETTINGS

Step
Option Description
Option Barcode

1
Program
[image: image14.emf]*$%+PRO*



2
Set ALL Defaults
[image: image15.wmf]
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